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3. Foundation:  Grade and compact the soil around the pipe stub to create a level and firm foundation for the enclo-
sure to rest on. Place the enclosure over the pipe stub and check for level.

4. Connecting to the FT-4000:  With the enclosure over the pipe stub, mark the pipe stub so that when cut there is 
3/8” to ¼” gap between the pipe stub and the schedule 80 PVC on the inlet of the valve. Cut the pipe stub level. Using a 
2” PVC slip coupler, cement everything together. Please use the extra long style coupler. Do not remove the valve 
from the enclosure! You will have to lift the enclosure up and onto the stub up to cement. Wait for the cement to set 
and cure before charging the pipe with water.
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5. Turning on the Water:  Once the PVC coupler has set and cured, it’s time to turn on the water. The first thing you 
want to do, is to loosen the stem limiter to allow air to bleed out of the cover. Make sure the closing speed control is open 
(about 2 turns). Open the gate valve slowly. The valve will flow water at first, so do not open the gate valve fully. Stop 
opening the gate valve when your flowing about 3-5 gallons per minute. When the pilot system is filled with water, the 
valve will go closed. Tighten the stem limiter when all air is bled from the cover.
66.  Securing the FT-1000:  The base of the FT-4000 is designed to accommodate a 80# sack of concrete. (You do not 
need to premix the concrete; simply pour the dry cement into the base of the enclosure). Do not get concrete into the 
door guides. Taper the concrete so that the water will run away from the enclosure. 

To set the FT-4000 for operation, follow the instructions in the User Manual.


